
Test Equipment for Films and Foils

Description

Hot tack Tester According to GB/T 34445, ASTM F1921
Evaporation Residue Constant Weight Tester According to GBT 5009.60-2003, GB/T 5009.64-
2003, GB/T 5009.68-2003, GB/T 5009.69-2008, GB/T 5009.203-2003, and GB/T 9740-2008
Water Vapor Transmission Rate Test System According to ASTM F1249?ISO 15106-2?GB/T
26253?JIS K7129?YBB00092003-2015
Water Vapor Transmission Rate Test System According to ASTM F1249?ISO 15106-2?GB/T
26253?JIS K7129?YBB00092003-2015
Gas Permeability Test System According to ISO 15105-1?ISO 2556?GB/T 1038-2000?ASTM
D1434?JIS K7126-1?YBB 00082003
Oxygen Transmission Rate Test System According to ASTM D3985?ASTM F1307?GB/T
19789?GB/T 31354?DIN 53380-3?JIS K7126-2-B?YBB 00082003-2015
Thickness Tester According to ISO 4593, ISO 534, ASTM D6988, ASTM F2251, GB/T 6672,
GB/T 451.3, TAPPI T411, BS 2782-6, DIN 53370, ISO 3034, ISO 12625-3, ISO 5084, ASTM
D374, ASTM D1777, ASTM D3652, GB/T 6547, GB/T 24218.2, FEFCO No 3, EN 1942, JIS
K6250, JIS K6783, JIS Z1702
Auto Tensile Tester According to ISO 37, ASTM E4, ASTM D882, ASTM D1938, ASTM D3330,
ASTM F88, ASTM F904, JIS P8113, GB 8808, GB/T 1040.1-2006, GB/T 1040.2-2006, GB/T
1040.3-2006, GB/T 1040.4-2006, GB/T 1040.5-2008, GB/T 4850-2002, GB/T 12914-2008, GB/T
17200, GB/T 16578.1-2008, GB/T 7122, GB/T 2790, GB/T 2791, GB/T 2792, GB/T 17590, QB/T
2358, QB/T 1130
Heat Seal Tester According to ASTM F2029, QB/T 2358, YBB 00122003
Friction / Peel Tester  According to ISO 8295, ISO 8510-2, ASTM D1894, ASTM D4917, ASTM
D3330, TAPPI T816, TAPPI T549, GB 10006,GB/T 2790,GB/T 2791,GB/T 2792
Thermal Shrinkage Tester According to GB?T34848, ISO-14616-1997, DIN 53369-1976
Film Pendulum Impact Tester According to GB/T 8809, ASTM D3420, NF T54-116

Category

1. Equipment for Standards
2. Standards
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